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JAW AND EYE
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TYPE G-226-N

CLASS 8

EYE AND EYE

Federal Spec. FF-T-79la Type 1 Form 1 -

CLASS 4 .

TURNBUCKLES

DIMENSIONS ALL TYPES

DIAMETER AVERAGE OVERALL WEIGHT POUNDS EACH
AND WITH ENDS IN
TAKEUP CLOSED POSITION WITH EYES JAW JAW
INCHES INCHES AND EYE AND JAW
3/4 X 6 17 3.6 3.87 4.18
9 20 4.69 4.98 5.27
12 23 5.07 5.36 5.65
18 2% 6.21 6.51 6.81
7/8 x 12 24 5/8 8.1 8.75 9.4
18 30 5/8 9.93 10.6 11.2
1 X 6 20 5/8 8.75 9.15 9.5
12 26 5/8 10.4 11.2 12.1
18 32 5/8 13.2 14.1 14.9
24 38 5/8 15.9 16.8 17.6
11/4 x 12 29 7/8 19 20.5 22
18 35 7/8 23.4 24.9 26.4
24 41 7/8 27.8 29.3 ©30.9
1172 x12 32 3/8 26.1 28.2 30.3
18 38 3/8 37.5 39.6 41.8
24 44 3/8 43.1 '45.2 47.3

JAW

FORGED STEEL, HOT DIP GALVANIZED, QUENCHED & TEMPERED

JAW END FITTINGS

DIMENSIONS IN INCHES SAFE
WORKING

A B C . D E F G H _LOADS LBS.
/4 1 1/2 5/8 15/16 9/16 1 9/32 4 1/8 15/8 5200
7/8 1 3/4 3/4 11/8 11/16 1 15/32 4 27/32 1 7/8 7200
1 2 1/16 7/8 1 3/16 25/32 1 21/32 S5 17/32 2 1/8 10000
11/4 213/16 11/8 1 3/4 1 2 3/32 7 3/16 2 5/8 15200
11/2 213/16 13/8 21/16 1 1/16 2 15/32 7 7/8 3 1/8 21400

EYE END FITTINGS

DIMENSIONS IN INCHES *SAFE
EYE WORKING
- A B c D E LOADS LBS.
3/4 1 s/8 2 1/8 4 11/16 5200
7/8 11/4 3/4 2 3/8 S 1/4 7200
1 1 7/16 7/8 3 6 3/8 10000
11/4 1 13/16 11/8 3 9/16 7 3/4 15200
1172 21/8 11/4 41/8 8 5/8 21400
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NOTE: These turn buckles are normally supplied with clevis pins and cotters in jaw fit-
If bolt, nut & cotter is required, specify by adding suffix "BC'" to type

tings.

designation.

Ex: Type G-228-N-BC,

When ordering be sure to specify:
1., Type designation which determines the end fittings desired,

7/8"x12",

up, and 24-5/8" overall when closed)

2, Diameter of thread and length of take-up (See table for total length).
*Proof load twice safe working load,

Ultimate strength five times safe working load,

Ex: Type G-228-N-BC
(For jaw-jaw type with bolts, nuts and cotters, 7/8" thread, 12" take-
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