REVISIONS

NO. DATE

DESCRIPTION

07/23/14

CHANGED TO RALS? BODY & KEFPER., |

[ENG._REF.

ol BT CAT. NO. DESCRIPTION - Q:ANT(':TY .
1 | P55849 | H-0123-05 1/2"x3 1/2” GR5 CARRIAGE BOLT | 1 | 1

2 |[P56093 | H-0315-02 5/8"¢ x 1 7/8" CLEVIS PIN 1] -

3 | P56109 | H-0360-01 COTTER PIN HMP 5/8” 101

4 | P56137 | H-0400—04 1/2"-13 HEX NUT FIN 101

5 |P56294 | H-0500-04 1/2" FLATWASHER 111

6 |P58854 |P-0275-01 RALS—2 KEEPER CAS 101

7 |P58881 | P-0304 RALS—2 BODY CST (NEW). 111

8 | P58854S | P-0275-01S RALS—2 KEEPER WITH SPIKE -1

ASSEMBLY NUMBER REF. NO.

AC125

AC—125-S200

g|Oo|m|>

1/32' X 45° CHAMFER

PERMISSIBLE

1
S00° 3%
015 - 020" FLAT/ : -

NOTES:

1. MATERIAL — BODY & KEEPER:
ALUMINUM ALLOY A356-T6
HARDWARE:
STEEL, HOT DIP GALVANIZED PER
ASTM—-A153

COTTER PIN:
STAINLESS STEEL

2. ULTIMATE STRENGTH: 12,000 LBS.
3. CLAMPING RANGE — 0.492” TO 1.250”
4. RECOMMENED TORQUE - 40-45 FT.LBS.

MACLEAN POWER SYSTEMS
A Maclean-fogg Company

ANGLE SUSPENSION CLAMP
AC125, AC—125-S200
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