REVISIONS

NO.

DATE

DESCRIFTION

BY

CKD

10/07/20

CHANGED DESIGN TO BC8607-3 DESIGN

KMK

KMK

5/02/24

ADDED FLAT WASHERS

KMK

KMK

ASSEMBLE SOCKET EYE TO
CLAMP BODY ON ADE-21-S

9.06"

R3.75*

=~

R N CAT. NO. DESCRIPTION . ow>zﬁ_u? -
1 | P56057 | H—0300—02 5/8°% CLEVIS PIN BE
2 | P56109 | H—0360-01 COTTR PN HMP BE
3 | P56138 | H—0400—04—W | 1/2°—13 HEX NUT FIN 6 | 6
4 | P56399 | H—0520-04 1/2” LOCKWASHER 6 | 6
5 | P56294 | H—0500—04 1/2” FLAT WASHER 6 | 6
6 | P83461 | P—6685—01 ADE—21 BODY BE
7 | P83462 | P—6686—01 ADE—21 KEEPER BE
8 | P55996 | H—0201-03 1/2” U—BOLTS 3|3
9 | P56894P | <SI-875 SOCKET EYE 1
ASSEMBLY NUMBER REF. NO.

ADE—21—N A
ADE—-21-S B

C
D
NOTES:

1. MATERIAL — BODY & KEEPER:
ALUMINUM ALLOY A356—T6

HARDWARE:
STEEL, HOT DIP GALVANIZED PER
ASTM—A155

COTTER PIN:
STAINLESS STEEL

2. ULTIMATE STRENGTH: 15,000 LBS.
PULLING EYE: 11,000 LBS.

3. CLAMPING RANGE — 0.20" TO 0.640”
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