REVISIONS

NO.

DATE

DESCRIPTION

BY | CKD

3/01/21

ADDED FQD—84—4SLW

CORRECTED DRAWING FOR CURRENT DESIGN. KMK

l|.@| ASSEMBLE CLEVIS EYE TO CLAMP
BODY FOR FQRD-84-4C

———9)— ASSEMBLE SOCKET EYE TO CLAMP
BODY FOR FQRD-84-4S & FQRD-84-4SLW

_ 9.81"

R4.73"

[ENG. REF.

UANTITY
_Em@ ﬂ@ma CAT. NO. DESCRIPTION q
. : AlB|]c]|D
1 | P56007 | H—0201—12 1/2” U—BOLT 41 41| 4|4
2 | P56057 | H—0300—02 5/8"¢ CLEVIS PIN 1111111
3 | P56109 | H—0360-01 5/8” COTTER PIN HMP T 1111 1
4 | P56138 | H—0400—04—W | 1/2"—13 HEX NUT FIN g8|8|8]|8
5 | P56294 | H—0500—04 1/2” FLATWASHER g8|8|8]8
6 | P56399 | H—0520—04 1/2” LOCKWASHER | =-1=-18
7 | P57951 | M—6865—01 FD—840 KEEPER GALVANIZED 2121212
8 | P57922 | M—6789-01 FD—840 CLAMP BODY 1111111
9 | P56894P | S1—875P SOCKET EYE FOR 52—-3, 52—5 — 1 =11
10 | P327217 | SCE558757 SOCKET CLEVIS — = 1]-
NOTES:
ASSEMBLY NUMBER REF. NO. 1. MATERIAL — BODY & KEEPER:
ASTM A—153 DUCTILE IRON,
FQD—84—4 A HOT DIP GALVANIZED
FQD—84—4S B
FQD—84—4C C HARDWARE:
YRS - STEEL, HOT DIP GALVANIZED
COTTER PIN:
STAINLESS STEEL
FITTINGS:
DUCTILE IRON,

HOT DIP GALVANIZED

2. ULTIMATE STRENGTH: 30,000 LBS.

3. CLAMPING RANGE — 0.30” TO 0.84

4. ASSEMBLY: CLAMP SHALL BE FULLY

ASSEMBLED WITH KEEPER, CLEVIS PIN,

COTTER KEY, U—=BOLTS, NUTS, LOCKWASHERS

(OPTIONAL), AND IF SELECTED, EITHER A
CLEVIS EYE OR A SOCKET EYE FOR ANSI

CLASS 52-3 & 52-5

INSULATORS.

MACLEAN POWER SYSTEMS
A Maclean-fogg Company

This information is confidential and is the property of Maclean Power
Systems. It may not be made public or reproduced except that the

Customer may make copies for use solely in instillation, maintenance,
and operation of products supplied by Maclean Power Systems.

QUADRANT DEAD—END CLAMP (FERROUS)
FQD—84—4, FQD—84—-4S, FQD—-84—-4C
& FQD—-84—4SLW
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