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CONDUCTOR RANGE MODULAR PARTS ULT STRENGTH
CAT NO.
MIN MAX INSERT KEEPER BODY (LBS)
GSSC-0883 0.609 0.883 P83699
P83696
GSSC-1196 0.884 1.196 P83700
P83694 30K
GSSC-1545 1.197 1.545 P83701
P83697
GSSC-2001 1.546 2.001 P83702
8.0 5.13
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NOTES:
1. MATERIAL:
BODY AND KEEPER: ALUMINUM ALLOY

HARDWARE: GALVANIZED STEEL
INSERTS: RUBBER

¢ 5/8" CLEVIS PIN

Add (-BC) for bolt, nut, & cotter key

PROJECT NAME PART NUMBER F343296

MATERIAL ALUMINUM ALLOY

ECO NUMBER FINISH OO0

CABLE RANGE WEIGHT
STRENGTH RATING 0.608 - 1.196 9.3LBS

MACLEAN POWER SYSTEMS

RATED 30,000 LBS NAME DATE

DRAWN BY JDE 9/2/12025

REASON FOR CHANGE TOOLING

DESCRIPTION

TRANSMISSION HARDWARE
GSSC 30K ASSEMBLY
GRIPSAFE SUSPENSION CLAMP

2. TORQUE: 45 FT-LBS SIZE [DWG. NO. REV
B CEB-4693 00
3. DIMENSIONS IN INCHES B BRAWING
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