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Min Ultimate| Min Ultimate |Min Ultimate! Mountin
Catalog Number A (in) D (in) Load (Ibs) | Load (lbs) | Load (Ibs) Spacin (|gn) Weight (Ibs)
F1 Vert F2Long | F3Trans |°Pacing
M2MA13600ASW 36 1.5 1,200 900 10,000 6-10 13.1
M2MA14800ASW 48 1.5 900 675 10,000 6-10 15.9
M2MA16000ASW 60 1.5 725 550 10,000 6-10 18.7
M2HA13600ASW 36 2.0 2,250 1,500 10,000 6-10 17.4
M2HA14800ASW 48 2.0 1,650 1,100 10,000 6-10 211
M2HA16000ASW 60 2.0 1,300 875 10,000 6-10 24.8
* FOR SILCON COATED FIBERGLASS ROD ADD "SC" TO CATALOG NUMBER
| A |
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NOTES:
1. MATERIAL:

BASE/END FITTING: ALUMINUM ALLOY
HARDWARE: GALVANIZED HARDWARE
RODS: FIBERGLASS

5/8" HARDWARE

2X SIDE ARMS

UNIVERSAL BASE

4X 1/2" CAPTIVE BOLT
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TWO PHASE MODULAR BRACKET
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