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SECTION A-A 
NUT AND BOLT UNSECTIONED

FOR CLARITY

1/2-13 THREAD REF

PGA240H-9
HEX BOLT

PGA240C-9
CARRIAGE BOLT

NOTES:

1)  THE ASSEMBLY SHALL BE CAPABLE OF HOLDING SECURELY ANY COMBINATION 
OF THE FOLLOWING CONDUCTORS TO 5% OF THE WEAKER CONDUCTOR'S RATED 
BREAKING STRENGTH:

2)  RECOMMENDED BOLT TORQUE: 40 FT-LBS.

3)  ITEM 5 (HEX NUT) MUST BE COMPATIBLE WITH A STANDARD 3/4" SOCKET.  

4)  OXIDE INHIBITOR SHALL BE APPLIED TO ALL WIRE GROOVE SURFACES.

5) ALL DIMENSIONS ARE REFERENCE AND IN INCHES.

ITEM NO. DESCRIPTION MATERIAL QTY.

1 UPPER CLAMP ALUMINUM ALLOY 1

2 LOWER CLAMP ALUMINUM ALLOY 1

3 CARRIAGE OR HEX 1/2-13 BOLT GALVANIZED STEEL 1

4 WASHER SPRING 1/2 GALVANIZED STEEL 1

5 NUT HEX 1/2 GALVANIZED STEEL 1
Main: 0.258" - 0.563" #2 - 4/0  ACSR or AL
Tap: 0.258" - 0.563" #2 - 4/0  ACSR or AL or CU

A CAN 02-10-17 D8495
B CLF 11-3-25 13143
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